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BCS Rodless Screw drive Actuators
ORDERING

Not all codes listed are 
compatible with all options. 

Model TYpe

BCS BCS Series US Conventional Screw Drive
MCS MCS Series Metric Screw Drive

MoToR MoUNTINg / RedUCTIoNS
(must choose one)

lMI In-Line mounting
lMe23 Ext. shaft for RP & 23 frame motor
lMe34 Ext. shaft for RP & 34 frame motor
lMe40 Ext. shaft for RP & 40 frame motor
**lMx Extended shaft - old style (see note)
**For replacement actuators with 
extended motor shafts purchased prior 
to 6/24/02 use LMX

A motor size and code must be selected 
when specifying a reverse-parallel 
mounting configuration. 

Rpl1 1:1 Reverse-Parallel mount left
RpR1 1:1 Reverse-Parallel mount right
RpB1 1:1 Reverse-Parallel mount bottom
RpT1 1:1 Reverse-Parallel mount top
Rpl2 2:1 Reverse-Parallel mount left
RpR2 2:1 Reverse-Parallel mount right
RpB2 2:1 Reverse-Parallel mount bottom
RpT2 2:1 Reverse-Parallel mount top

SWITCheS

RM_ Reed Switch (Form A) with 5-meter 
 lead/QD (quick-disconnect), & quantity
RT_ Reed Switch (Form A) with 5-meter 

lead, and quantity desired
BM_ Reed Switch (Form C) with 5-meter 

lead/QD, and quantity desired
BT_ Reed Switch (Form C) with 5-meter 

lead, and quantity desired
KM_ Hall-effect Sinking Switch with 5-meter 

lead/QD, and quantity desired
KT_ Hall-effect Sinking Switch with 5-meter 

lead, and quantity desired
TM_ Hall-effect Sourcing Switch with 

5-meter lead/QD, and quantity desired
TT_ Hall-effect Sourcing Switch with 

5-meter lead, and quantity desired
CM_ TRIAC Switch with 5-meter lead/QD, 

and quantity desired
CT_ TRIAC Switch with 5-meter lead, and 

quantity desired

TUBe BoRe dIAMeTeR

10 1-inch (25 mm) bore
15 1-1/2-inch (40 mm) bore
20 2-inch (50 mm) bore

AUxIlIARY CARRIeR

dC_ _ Auxiliary Carrier, then center-to-center 
 spacing desired in decimal inches. 

(Center-to-Center spacing will add to 
overall dead length and will not  
subtract from the stroke length

SUppoRTS ANd MoUNTINg plATeS
(both may be selected)

TS _ Tube Supports plus quantity desired
Mp_ Mounting Plates plus quantity desired

FloATINg MoUNT

 Fl _ Floating Mount Bracket

FIeld ReTRoFIT KITS
  ITeM B3S10 B3S15 B3S20 M3S10 M3S15 M3S20
 Tube Supports  4510-1010 4515-1010 4520-1010 4510-1010 4515-1010 4520-1010
 Mounting plates   0910-9133 0915-9135 0920-9038 0510-9105 0515-9138 0520-9105

B A S e  M o d e l  S p e C I F I C A T I o N S o p T I o N S  S p e C I F I CAT I o N S

B C S 2 0 B n 0 2 S k 4 5 M p 4r p l 1 d C 1 8 k T 2

NUT/SCReW CoNFIgURATIoN 
INCh (US Conventional) ModelS
SolId NUT / 
pITCh (turn/in) SeRIeS 

SN01  BCS10, 15, 20
SN02  BCS10, 15, 20
SNA02  BCS10, 15
SN05  BCS10, 15
BAll NUT / 
pITCh (turn/in) SeRIeS

BN02  BCS15, 20
BNl02  BCS15, 20
BN05  BCS15, 20
BNl05  BCS15, 20
BN08  BCS10
BNl08  BCS10

MeTRIC ModelS
SolId NUT / 
leAd (mm/turn) SeRIeS 

SN12  MCS10, 15, 20
SN25  MCS10, 15, 20
BAll NUT / 
leAd (mm/turn) SeRIeS

BN08  MCS10
BNl08  MCS10
BN05  MCS15, 20
BNl05  MCS15, 20

STRoKe leNgTh

SK Stroke, then enter desired stroke length 
in decimal inches

Use the Sizing Software to determine available options and accessories 
based on your application requirements. 




